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placarded cars is conducted at the loca-
tion and construction or reconstruc-
tion of sleeping quarters within one- 
half mile shall be subject to the ap-
proval procedures of this subpart. 

(c) A petition shall be filed in accord-
ance with the requirements of 
§ 211.7(b)(1) of this chapter and shall 
contain the following: 

(1) A brief description of the type of 
construction planned, including mate-
rials to be employed, means of egress 
from the quarters, and actual and pro-
jected exterior noise levels and pro-
jected interior noise levels; 

(2) The number of employees ex-
pected to utilize the quarters at full ca-
pacity; 

(3) A brief description of the site, in-
cluding: 

(i) Distance from trackage where 
switching or humping operations are 
performed, specifying distances from 
particular functions such as classifica-
tion, repair, assembling of trains from 
large groups of cars, etc. cetera; 

(ii) Topography within a general area 
consisting of the site and all of the rail 
facilities close to the site; 

(iii) Location of other physical im-
provements situated between the site 
and areas where railroad operations are 
conducted; 

(4) A blueprint or other drawing 
showing the relationship of the site to 
trackage and other planned and exist-
ing facilities; 

(5) The proposed or estimated date 
for commencement of construction; 

(6) A description of the average num-
ber and variety of rail operations in 
the areas within one-half mile (2,640 
feet) (804 meters) of the site (e.g., num-
ber of cars classified in 24-hour period; 
number of train movements); 

(7) An estimate of the average daily 
number of placarded rail cars trans-
porting hazardous materials through 
the railroad facility (where prac-
ticable, based on a 365-day period sam-
ple, that period not having ended more 
than 120 days prior to the date of filing 
the petition), specifying the— 

(i) Number of such cars transporting 
class A explosives and poison gases; 
and 

(ii) Number of DOT Specification 
112A and 114A tank cars transporting 

flammable gas subject to FRA emer-
gency order No. 5; 

(8) A statement certified by a cor-
porate officer of the carrier possessing 
authority over the subject matter ex-
plaining any plans of that carrier for 
utilization of existing trackage, or for 
the construction of new trackage, 
which may impact on the location of 
switching or humping operations with-
in one-half mile of the proposed site (if 
there are no plans, the carrier official 
must so certify); and 

(9) Any further information which is 
necessary for evaluation of the site. 

(d) A petition filed under this section 
must contain a statement that the pe-
tition has been served on the recog-
nized representatives of the railroad 
employees who will be utilizing the 
proposed sleeping quarters, together 
with a list of the employee representa-
tives served. 

[43 FR 31012, July 19, 1978, as amended at 74 
FR 25173, May 27, 2009] 

§ 228.105 Additional requirements; 
construction within one-third mile 
(1,760 feet) (536 meters) of certain 
switching. 

(a) In addition to providing the infor-
mation specified by § 228.103, a carrier 
seeking approval of a site located with-
in one-third mile (1,760 feet) (536 me-
ters) of any area where railroad switch-
ing or humping operations are per-
formed involving any cars required to 
be placarded ‘‘EXPLOSIVES A’’ or 
‘‘POISON GAS’’ or any DOT Specifica-
tion 112A or 114A tank cars trans-
porting flammable gas subject to FRA 
emergency order No. 5 shall establish 
by a supplementary statement certified 
by a corporate officer possessing au-
thority over the subject matter that— 

(1) No feasible alternate site located 
at or beyond one-third mile from 
switching or humping operations is ei-
ther presently available to the railroad 
or is obtainable within 3 miles (15,840 
feet) (4,827 meters) of the reporting 
point for the employees who are to be 
housed in the sleeping quarters; 

(2) Natural or other barriers exist or 
will be created prior to occupancy of 
the proposed facility between the pro-
posed site and any areas in which 
switching or humping operations are 
performed which will be adequate to 
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shield the facility from the direct and 
severe effects of a hazardous materials 
accident/incident arising in an area of 
switching or humping operations; 

(3) The topography of the property is 
such as most likely to cause any haz-
ardous materials unintentionally re-
leased during switching or humping to 
flow away from the proposed site; and 

(4) Precautions for ensuring em-
ployee safety from toxic gases or explo-
sions such as employee training and 
evacuation plans, availability of appro-
priate respiratory protection, and 
measures for fire protection, have been 
considered. 

(b) In the absence of reliable records 
concerning traffic handled on trackage 
within the one-third mile area, it shall 
be presumed that the types of cars enu-
merated in paragraph (a) of this sec-
tion are switched on that trackage; and 
the additional requirements of this sec-
tion shall be met by the petitioning 
carrier, unless the carrier establishes 
that the switching of the enumerated 
cars will be effectively barred from the 
trackage if the petition is approved. 

§ 228.107 Action on petition. 

(a) Each petition for approval filed 
under § 228.103 is referred to the Rail-
road Safety Board for action in accord-
ance with the provisions of part 211, 
title 49, CFR, concerning the proc-
essing of requests for special approvals. 

(b) In considering a petition for ap-
proval filed under this subpart, the 
Railroad Safety Board evaluates the 
material factors bearing on— 

(1) The safety of employees utilizing 
the proposed facility in the event of a 
hazardous materials accident/incident 
and in light of other relevant safety 
factors; and 

(2) Interior noise levels in the facil-
ity. 

(c) The Railroad Safety Board will 
not approve an application submitted 
under this subpart if it appears from 
the available information that the pro-
posed sleeping quarters will be so situ-
ated and constructed as to permit inte-
rior noise levels due to noise under the 
control of the railroad to exceed an 
Leq(8) value of 55dB(A). If individual air 
conditioning and heating systems are 
to be utilized, projections may relate 

to noise levels with such units turned 
off. 

(d) Approval of a petition filed under 
this subpart may be withdrawn or 
modified at any time if it is 
ascertained, after opportunity for a 
hearing, that any representation of 
fact or intent made by a carrier in ma-
terials submitted in support of a peti-
tion was not accurate or truthful at 
the time such representation was 
made. 

Subpart D—Electronic 
Recordkeeping 

SOURCE: 74 FR 25350, May 27, 2009, unless 
otherwise noted. 

§ 228.201 Electronic recordkeeping; 
general. 

For purposes of compliance with the 
recordkeeping requirements of subpart 
B, a railroad, or a contractor or a sub-
contractor to a railroad may create 
and maintain any of the records re-
quired by subpart B through electronic 
transmission, storage, and retrieval 
provided that all of the following con-
ditions are met: 

(1) The system used to generate the 
electronic record meets all require-
ments of this subpart; 

(2) The electronically generated 
record contains the information re-
quired by § 228.11; 

(3) The railroad, or contractor or sub-
contractor to the railroad, monitors its 
electronic database of employee hours 
of duty records through sufficient num-
ber of monitoring indicators to ensure 
a high degree of accuracy of these 
records; and 

(4) The railroad, or contractor or sub-
contractor to the railroad, trains its 
employees on the proper use of the 
electronic recordkeeping system to 
enter the information necessary to cre-
ate their hours of service record, as re-
quired by § 228.207. 

(5) The railroad, or contractor or sub-
contractor to the railroad, maintains 
an information technology security 
program adequate to ensure the integ-
rity of the system, including the pre-
vention of unauthorized access to the 
program logic or individual records. 

(6) FRA’s Associate Administrator 
for Railroad Safety/Chief Safety Officer 
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